
Impiego:Use: Χρήση  Rete antigrandine/Antihail nets/Αντιχαλαζικό  

Tipo di materiale tessuto  

Woven Material  

HDPE vergine + stab. UV  

Virgin-παρθένο HDPE + UV stab.  

Costruzione /Construction/ Κατασκευή  Raschel, annodata/ Raschel, knitted/ Πλεκτό  

Peso - Weight  70 gr/m2 ± 5%  

Trame / Warp/Στημόνι  

Ordito / Weft/ Υφάδι  

4 mm.  

6 mm.  

Ombreggiamento/Shade/Σκίαση  16% colore neuro/ 16% neutral color  

Colore Color  

Χρώμα  

Neutro – nero – grigio - verde  

Neutral – black – grey – green  

Διαθανές- μαύρο- γκρί- πράζινο  

UV Stab.  700 kly  

Altezze standard – Standard windth  2,10μ-2,20μ-2,30μ-2,40μ-2,50μ-2,60μ-2,70μ-
2,80μ 

Rotoli / Rolls   200 μ  

Confezioni  

Packaging  

In rotoli protetti da film PE  

Rolls PE film wrapped  

ANTI – HAIL NET - ΑΝΤΙΧΑΛΑΖΙΚΌ ΔΊΧΤΥ  

 

 

 

 

  

 



 


